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Item number

EVO REMOTE PENDANT THROUGH TABLET

ORBITAL WELDING CONTROLLERS

EVO REMOTE CONTROL VIA 10" INDUSTRIAL TABLET WITH BARCODE 
SCANNER, DOCKING STATION AND BACKSTRAP
Robust 10" tablet as wireless remote control for all EVO orbital welding systems. 

The user interface of the EVO controller is mirrored 1:1, providing full access with 
all functions. As the data is sent over WLAN/LAN, there is no delay to the controls 
or display. The range complies with common WLAN/LAN standards and can 
therefore be easily amplified or extended. 

The tablet has an integrated 2D barcode or QR code scanner for user login and to 
access the welding programs. 

The tablet can be used as a mobile device and in the stationary docking station.

 
Technical Data:
Display:	 10.1" (25.65 cm) capacitive touch display 
CPU:	 Intel® Atom™ with Intel® Burst Frequency technology
Graphics card:	 GPU Intel® HD 400 Graphics 
Memory:	 4 GB RAM, 64 GB eMMC 
Connections:	 WLAN, Bluetooth
Scanner:	 QR-code scanner
Ports:	 1x USB 2.0, 1x micro USB 2.0, HDMI, audio, docking port
Military standard: 	 MIL-STD 810G
Protection rating: 	 IP65
Battery life:	 Up to 8 hours
Dimensions (LxWxH):	22 x 275.5 x 187.5 x mm 
Weight: 	 1 kg 

Package includes: 
· Tablet
· Docking station
· Backstrap
· Power supply unit
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